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BESTAR STEEL CO., LTD

API 5CT Tubing:

Tubings are used as pipe to transport crude oil or natural gas from layer of the oil to surface,

API 5CT Casing:

can bear better pressure during oil or gas production, and have smaller diameters.

B RS AR R . Casings are used for fixing the well wall or down hole, which have wider diamel can he
Standards and Technical Conditions for Supply:API Spec 5CT divided into conductor casings, technical casings and Oil casings.

FBiE Uses: B R R AR R

T FT T A s AR S, Tubing is used for extracting oil or gas from wells. Standards and Technieal Conditions for Supply:API Spec 5CT

#14% Dimension: R Uses:

0D 48.26-114.3mm WT 3.18-16mm ARSI IFEE Well Casing serves as well sidewall.

e Grade: #HE Dimension:

0D: 114.3-508mm WT: 5.21-16.13mm
R} Grade:

155, K55, N80-1,N80-0Q, L80-1, L8O-9Cr,L80-13Cr.C95, P110,Q125.

1RLYRIE Thread types:

STC,LTC.BTC.NEW VAM.VAM TOP.JFE FOX.Hunting Apex Hydril 521,VAM 2L, etc.

155, N80-1,N80-(), L80-1, L8O-9Cr,L.8O-1.C90, T95, C95, P110 .
IBMELS Thread types:

NUE.EUENEW VAM.VAM TOP.VAM FIL.PH6 Hydril CS,PH4.JFE FOX, ete.
KE Lengths:

APISCT Tubing | St [ eged ] Feed | B Lengths:
| 610-732 | 853975 [ 1158-12.80 |
i ion: R 1 Range 2 R: 3
R Dimension: APISCT Casing | ange [ nge I ange \
| 4ss7e2 | 762-1036 | 10.36-1463 |
Label 5 Type of end—finish
5 Outside Wall
. diameter | thickness - - , ) | Mechanical Properties:
1 mm m Ha0 Iss 180 | N8O-U0 | o0 195 Pi10 Hikitae P
NUTRC | BUTRC | 1) I
1 2 3 4 5 9 10 11 12 13 14 15 16 TG | e BRI T I
R xm Tatal elongation | vio1f ctrength Mpa | Tehsile strength | Hadness max HEEEEE | Allowable hardness
19 275 29 276 4826 3.68 PNUL PNUL PALL PNUI PNUL PNUL = il Type under Load - Mpa : : ified wall variation
: B o FrRa ‘mm
1.9 3.65 373 - 4826 5.08 Pl Pu PU PU PU PU PU % min | max min HRC | HBW HRC
- — B - T — ~ _ > B . - N 155 = 05 319 | ss2 517 o = - -
238 4 - = 60.32 4.24 PL PN PN PN PN PN - KA = 05 379: | 5% 655 = = = =
238 a6 47 . 60.32 4.83 PNU PNU PNU PNU PN PNU PNU R L 05 S5 | 78 L - - - B
238 58 505 s 6032 6.45 = = PNL PNU PNU PNU PNU Q 0.5 552 758 689 - - - -
238 66 N N 6032 749 N B P _ p P B M65 - 05 448 586 586 2 235 " 7
2308 7.35 745 - 60.32 8.53 - - PU - PU PU q ! > 52 || 65 B35 s 2 & =
278 64 65 = 73.00 551 PNU PAU PNL PN PNU PAU PNL Lso 96t g 5% || 695 655 = i 5 =
28 78 79 . 73.02 7.0l = = PNU PNU PN PNU PNU 13Cs 05 95 | S 633 3 24 - B
2718 86 87 = 730 782 - » PNL PNU PNU PN PNU L2 02 ail | < oly 2e | 2 =0 30
o o S B i 5 B - T B = S B | e 05 61 | 4 689 254 | 255 12.71-19.04 40
APLE ) 5 5. ¢ 9.05-25.3 5
R " - - o e - - 5 . 3 . . APLES] 12 05 61 | 74 689 254 | 255 19.05-25.39 0
. ”
i P - - - o - ~ . o~ . - . 1,2 05 61 | 74 689 254 | 255 =254 60
95 = 5 5 5 = = - =
312 9.2 93 = §8.9 6.45 PNU AU PNU PNU PNU PNU PNU £ b o, | 8 2
5 S 5 5. Wi =12 3.
3R 102 = 2 889 734 PN PN Py PN PN PN . mie 0 0 | T8 e il | el 0
1.2 05 655 | 758 724 254 | 255 12.71-19.04 40
312 127 1295 . §8.9 9.52 . = PNU PNU PNU PNU PNU Tos i ?
i A - - W6 5 - - 5 . 5 5 . 12 05 655 | 758 724 254 | 255 19.05-25.39 50
1.2 05 655 | 758 24 254 | 255 =254 60
312 155 - - 88.9 12.00 - - P - P P - >
» = 06 758 | 965 862 = = . 2
4 95 = = 1016 574 PN PN PN PN PN PN - BLIO i
2FEAT 0.65 862 1034 931 b - =12.70
4 10.7 11 - 101.6 6.65 Pl PU PU PU PU PU -
= s T 356 = 3 % 0125 AER/ALL 0.65 862 1034 931 b - 12.71~19.04
A Ef/Al 0.65 862 1034 931 b - =19.05
4 16.1 - - 101.6 10.54 - - P - P P -
412 126 1275 E 1143 6.88 PNU AU PNU PNU PNU PN -
412 152 L i 1143 8.56 S - P - P P -
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BESTAR STEEL CO., LTD

F]] ]&‘I filﬁ ,}:: /Aiti—corrosion coating

HALr NFREERINEENME , 59 TUZFBE, 2PE, 3PE, 3PPl HILBIEZ: Lnlih
FIDIN30670, DIN30671, DIN30678, CAN/CSA-Z24521-M92, SY/T4013-2002, SY/TO315-

¥ FF/Drill Pipe = Tk

= Various steel pipe external coating projects are currently implemented by our company includin,
BRI RS AR , A Do A i :
single-layer/double-layer FEB, 2PE, 3PE, 3PP and other anti-corrosion coatings with the performed
standards such as DIN30670, DIN30671, DIN30678, CAN/CSA-Z24521-M92. SY/T4013-

2002,SY/T0315-97 etc.

bp
Fig Uses:
HIF4IF For Well Drilling

— PSR TU- P IEL:

HRIZHT Coating Tvpe HIZ Coating Layer WRIZIEE Coating thickness
P kT A BRI ' Bl B (4
2. [(.;.A.fg%ﬁ.ﬂs/,MPWHIM‘M&MH Sl WERA ()

3. WEESTHEH Bk Inside layer: epoxy(Green)
Note: IPEELERLIE) IR ki) (F1a)
Three lavers polyethylene [~ 2.0-4.5mm
fhres layf pyflyethy] ; hesive(White) i
Internal Upset g Zi (RE)

2. Threads of tool joints are lefi-hand or right-hand. polyethylene(Black)

1. EU=External Upset IEU-Internal-External Upset [U-

3. Threads are cooper-plated or phosphated.
R Grade: ) e )
(R = 20-4.5
175, X95, G105, $135 . UPFEERZA) RN RLH -
HAFHELTIEER The wear-resistant belt of tool joint: Uulfl |fl>'~r: polyethylene
Ameo 100XT, 200XT, 300XT, 400XT FREGRIHE ) kA 000
. ) o Epoxy
HHFAIRE Internal coating drill pipe:
BB BEkE (86
TK34, DPC. TC2000, TC3000 o L MM‘”‘_ B
#14% Dimension: IFBEGUZ IR LB ) Inside layer: epoxy(Green) 400-800um
[RER A
fANE: DIERAREA A (chfa )
Wi | ARER | THEBLTE HHEEE Lriited InE AR Outer layer:intensity epoxy(Sage green)
Size | Caleulste | Tool joint Calculated ( Upset ends for . A R
designation | d weight designation weight weld-on tool Inside layer: epoxy(Green)
s . . o) 2 Al (Af)
. ) i oints(see note PP R ) 2.5-3;
in Ibft | Kg/m ! . (SRR M adhesive(White) .
RN BAEE (HfR)

Outer layer: polypropylene(White)

238" NC26 6.26 9.32 EU
278" NC31 9.72 14.48 EU

312 NC38 1231 18.34 EU According to the different applications and customers' requirements, we can provide various coating
32 NC38,NC40 1463 | 21.79 EU and lining types contorting to various international standards,

4" NC40,NC46 12.93 19.26 IUEU
412" NC46,NC50 14.98 | 2231 EUJEU
412" NC46,NC50 18.69 | 27.84 EUJEU

5 NC50,NC52 17.93 | 2671 IEU

5 NC50,5 1/2FH | 24.03 | 35.79 IEU
512 5 1/2FH 19.81 | 29.51 IEU
i Vo 5 1/2FH 22.54. | 3357 IEU
6 5/8" 6 5/8FH 22.19 330 IEU
6 5/8" 6 5/8FH 24.21 410 IEU




be for Conveyance of Fluid

trfE Standard:

ASTM A 53M

ASTM A 106M

JIS G 3454 JIS (; 3455 ]IS G 3456

Fi& Uses:
FIF Al RS LA B H A Ve

For conveying oil . gas and other fluids

Rk Grade:

R4 Grade:

Pt Standard 9L Grade

it Standard

%% Steel grade

ASTMAS3M A.B

ASTM A 106M ARG

DIN 17175

St35.8, 5t45.8, 15Me3, 13CrMod4
10CrMae910, 14MoV63, 12CrIMoV

JIS G 3454 STPG 370, STPG 410

JIS G 3455 STPG370, STPG410, STPG480

ASTM A106M
ASME SA-106

Al06B
SA-106C

JIS G 3456 STPG370. STPG410, STPG480

1By ZREEg. el RN bR S fY

Note: Other grades of steel pipe can be made available through consultations.

HLEFH A S5 14 F4Y Mechanical Tubing and Tube for Structures

tnfE Standard:
Mechanical Tubing: ASTM AS519 ¢ LA EHARE B2 4RHE ASTM AS19
A
[l d7HE Deutsches Institut £ @i r Normung

Fi# Uses:
Mechanical Tubing:Fl FHLHII 1. Using for machining
Tube for Struct FIFhlas . A28 . & . WIERIWETH For

manufacture of pipelines,vessels.equipment.pipe fittings and steel structures.

R Crade
Mechanical Tubing:1010,1020.1045,1518.4118,4130.4135.4140
Tube for Structures:St37.0, S$t44.0, 8155, $t52.0

ASTM A192M
ASME SA-192M

Al192
SA-192

ASTM A179
ASME SA 179

AlT9
SA 179

ASTM A209M
ASME SA-209M

A209TI, A209T1b, A 209Tla
SA-209T1, SA-209TTh, SA-209T1a

ASTM A 210M

ASME SA-210M

ASTM A335
ASME SA335

A210A1,A210C
SA-210A1, SA-210C

P1, P2, P5, P9, P11, P12, P21, P22, P23, P91, P92

ASTM A213M
ASME SA-213M

A213T2,A213 T11,A213 T12, A213 T22, A213 T23
SA-213 T2, SAZI3-T11, SAZ13-T12, SA213-T22, SA213-T23
AZ13T24,A213T91,A213 T911,A213 T92, A213 T122
SA-213T24, SA213-T11, SA213-T911, SA213-T92, SA213-T122
TP304H, TP321H, TP347H, §30432, TP310HCbN

EN 10216-2

P195GH, P235GH, P265GH, 16Mo3
10CrMo5-5, 13CrMo4-5, 10CrMo9-10, X10CrMoVNb9-1

JIS G 3461

STB 340, STB410, STB510

JIS G 3462

STBA12, STBA13, STBA20C. STBA22
STBA23, STBA24, STBA26

JIS G 3463

SUS304HTB, SUS32LHTB
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BESTAR STEEL CO., LTD

trE Standard

LY TR 2R Americ
ASME SA-106, ASME SA-192M. ASME SA-209M ., ASME SA-
210M. ASME SA-213M. ASME SA-335M. ASME SA-179M

Fe [ BOEHA R B 2obrifE American S y for Testing and Materials
ASTM A 106M. ASTM A 192M. ASTM A 210M. ASTM A 213M
BERE2tRHE European Standards

EN 10216-2

FBETAFHE Deutsches Institut f i r Normung

DIN 17175

BAEI4RE Japaneses industrial standards

JIS G 3456, JIS G 3461, JIS G 3462

of mechanical engineers

Fi#Uses
FATRoKYeRE 2P AER% . FRIARE | LR AR U I )
For manufacture wall panel, economizer, reheater superheater and

steam pipeline of hoilers

T G, el fn e oS a iR
Note: Other grades of steel pipe can he made available through
consultations,

F=EAE Available Dimension Range:

el (V4L MRS Cold Finished Seamless Tube and Pipe:
P8-114.3 x 1-20mm

5L Hot-rolled Steel Tube and Pipe:

P 114.3~720 x 5~120mm




WEETANERRAE

ﬁ -u—IE g . BESTAR STEEL CO., LTD

Quality Assurance

AFFHBTISO001ESEERRRIEP r

ISO1400 1R REBKRIES | VR

ATREFRREMNATELLIES: u ERERA RN TS
HE. BY. SIFNEREShERE REXEa M AP Enterprise Credit Rating Certificate ﬁ![,gm D . g ‘ ”,u,g,,’m;“w o
KEISCT. 5DP. SLEARERFITIE HIGE RN ! ] 0 g g
BIPEREEHEEEFMREE IS TIE | Bestar steetco Lte ' ARGHEHRTRL D g e g
I ERBREACEINE & i B -~ -

AAAAA Credit Enterprise AAAAAﬁ{Emﬁ{'ﬂ{
Our company has been aceredited with 1509001 Quality . = ] 1 et e e
Management System and 13014001 Environmental Management System.
Main eertifications for our steel pipe products comp
Oil tubing, casing, drill pipe and line pipe series branded with American
Petroleum Institute's API Spec SCT | API Spec SDP and API Spec 5L respectively.
Boiler pipe licensed with National Pressure Pipe & Special Equipment

LR

Manufacturing Permit.
Structural pipe certified with CE.

Cerfificate of Complionce




5% 0% & I8 ! . HEECEREERAT

BESTAR STEEL CO., LTD

Packing and Shipping

A6 v 7

Detection equipment

REARRFREEESABTRE, FEERET &
B AR . AR AN . TR AR, K
ERENS, BUTRUPC. BhidEd0E, XEE
TSR E, ®IETEBEFRNE .

Configured to ensure produet quality and conformity of manufactured
products, has invested heavily in a range of products testing
equipment:such as EDDY current Testing Machine, online ultrasonic
flaw detector, tensile testing mach e establishment of a testing
center, physical and chemical test center these sophisticated testing
equipment to ensure that the qualified factory.




e WEELAREERAT

BESTAR STEEL CO., LTD

ZEs .

Operating Performance

BAELBE T ZHNEMREENS, EPERDE, R, FHRENEER
. BNREPEFEMAHBEMAE (OCTG) MIERXASHEAELENHO_Z—,
ZNESRAEFERPEHOLEEFEBBHIIMBTURELHOZ 8. MEMNBEEILTEH
i BE RS LSS R .

Bestar has set up extensive international sales network covering Middle East,
Southeast Asia,South Africa,Europe,the Americas etc.As one of the major exporters of
OCTG and line pipe for crude oil and natural gas delivery in China, Bestar's exports of steel
pipe has remained top in Hunan Province for five years. And we will keep growing and
expanding the global market.

CC Energy Project

NPDC Project

Product Name Standard Grade Size Qty(MT) Country

Product Name Standard Grade Size Qty(MT) Country
Gr.B
SMLS APISL - 11434856 1035 Ouman
PsL2

Casing APISCT k55 508%12.7 1676 Nigeria

Valvorobica

ONGC Project

Product Name Standard Grade Size Qty(MT) Country
Product Name Standard Grade Size Qty(MT) Country

88.0%6.45 SMLS LinePipe APISL B 34" ~18" 1500 Lialy

ing& Cas APLSC ! 32 i
Tubing& Casing APL SCT N§0 17784019 1320 India

PT BAS

Swizerland Gas

Product Name Standard Size Qty(MT) Country

Product Name Standard Grade Size Qry(MT) Country
T API SLJASTM 34 - 7
SMLS Pipe i B i 2885 Indonesia
SMLS APISLPSLI xs2 S 3266 Swirerland ATOGASTM AS3 16"schdlischs0

BO&GE PDVSA Project

Product Name Standard Qty(MT) Product Name Standard Grade Qty(MT) Country

SMLS APISL PSL2 B 323.8%8.38 1521 UAE Oil Casing ]Mi]lji]%j(()()l; os | JSSINSOINSOQ | S 1/2-13 348" 4236 Venezuela




RN

Clients

PAST

N/
% PDVSA N frceotng epocitions

atearsftef

ap Schiumbergep

onGec

REPJOL

SR

ARCHIRODON

A HYUNDAI

HEAVY INDUSTRIES CO..LTD.
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BESTAR STEEL CO.,LTD

Vagrilin:

Company Strengths

Integrated steel pipes supplier supporting lowest
price in China
FEMESRENNEEEEEMSNE

Strong financial strength to meet any payment term
HEMBEELHBEERACGHLR

Good quality to accept any third party inspection
RIFNESEZEUE=SEMRE

Overseas Sales Department:

Tel: 0086-731-88678531,88678532,88678537,
88678538,88706080,88706029

Fax: 0086-731-88678531

Email: sales@bestartubes.com

Quality Control Department:
Tel: 0086-731-88678512
Email: quality@bestartubes.com

Production Department:
Tel: 0086-731-88727975
Contactus Email: production@bestartubes.com
Technology R&D Center:
Tel: 0086-731-88678506

Bestar Steel Co., Ltd

Web:http://www.bestartubes.com
Head Office Address:No.9 Xiangfu
Road,Yuhua District,Changsha,Hunan,China Purchasing Department:
Postcode:410116 Tel: 0086-731-88678544

Financial Department:
Tel: 0086-731-88706082

Logistics Department:
Tel: 0086-731-88706051

Administration Department:
Tel: 0086-731-84459688






