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Product Introduction

LAFEAF Line pipe

W Grades: A, B, X42-X80. L210-1.255

4% Outside Diameter: ©406mm- & 1626mm ( 16"-64" )
BEJEL Wall thickness: 6.4mm-32mm

FHE Length: 3.0m-12.3m

FrifE Standard: APLSL. GBT9711. ENI0208 . 1SO3183 etc.
i TR L, AN RS U S A B TR AR UL LR

Line pipe can meet all requirements of high—pressure transmission pipeline for natural gas

and petroleum and can be used in on-shore and off-shore il and gas transmission

2. EEHAT AR I (i 2 ¥ Structural pipes and Low pressure liquid delivery pipes

W % Grades: Q215-345, Grade A-E. Grade 1-3 STK290-540. S275JRH.
S275J0H, S275]2H. S355]JRH. 8355JOH, S355)2H

7% Outside Diameter: @ 350mm— & 2400mm

HEJEL Wall thickness: 6mm-80mm

R FE Length: 2.0m-12m

FRUE Standard: ASTM A139, ASTM AS53, ASTM AS00, ASTM A672, ASTM A252,
EN10219, JIS G3444 ete.

Fi Uses: IRHEEMSIEEETIE . 002 0 BoR IRE5H 1R BOH & ik,

Used as low pressure liquid delivery pipes,variety of structural parts by the force and

pressure as well as other purposes.
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SAWH Introduction
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Facilities & Equipments

BHENE ELAERERAREME, SEERFEMRE, LB
ZWMERME TZRIETRNEEENE. £FHER: M3
219.1mm-4064mm, EE[E: 3.2mm-26mm, 1KBE3m-32m. M
& WHEPBMEERESF S, SHERAHNEMRRE, BER
HEES, ErAsHEER, ErrENNETHSE. ek B
EE, migiE.

Spiral welded pipe is a strip coil as raw material, often warm
extrusion molding.to automatically double—wire submerged arc welding
process double-sided spiral welded pipe joints. production specification
ist Out Diameter: 219.1mm-4064mm, Wall Thic 3.2-26mm,
Length: 3-32m. The spiral steel pipe production lines, equipped with

submerged arc advanced welding automatical apparatus. The

charac s are high scientific and technelogical content and my
techniques,ete.. The steel pipe product is able to be
temperature and the high pressure. Because of

defend permeating.
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y Production Process Flow Chart
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Material inspection Strip end shear Uncoiling Straightening Cutting and welding

e ' ' Wt
Inside and outside welding

Solder and clinker cleaning

X AR 2
X-ray inspection  Inside and surface

APE iz WACFRE pSERER 3
Store up Coating Length-measuring and weighting Hydrostatic testing
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Product Introduction

Spiral welded pipe is a strip coil as raw material, often warm extrusion
molding,to automatically  double—wire submerged arc welding process

double-sided spiral welded pipe joints.

B Grades: (Q235A. Q235B. (345, 1245(B). L290 (X42) .
L320 (X46) . L360 (X52) . L390(X56). L415(X60).
L450(X65). L485(X70). L555(X80). L290M ( X42M) .
L360M (X52M) . L390M(X56M). LALSM(X60M), LASOM(X65M).
LABSM(X70M) ., L555M(XS0M).

i Uses: SR0E S0 6 2080 P F P KK T, G Tl % T
M AT A, SRR, BRI R A A
iz

VAR gk, K. Trihbas.
TEUHEEE I I 28 A RS
TESSFIAD: THERE . BRSR. sk, IR, RHESHAIE S

SAWH pipe are mainly used in water supply engineering. petrochemical
industry, chemical industry, electric power industry. agricultural irrigation
and urban construction.and is one of 20 developing key products of our
country.

Used for liquid delivery, such as water supply, drainage and oil.

Used for gas delivery, such as gas, vapour, liquefied petroleum gas and
natural gas.

Used for structures,such as piling.bridge,wharf. road and tube for building

structures, efc.

FpifE Standard:

5 RS | b | ast| Bs | oiv| s | oso | swy [ En
AS3 | 1387 | 1626 | 3442 559 | OS-F101| 10208
5L Al20 10219 | 3444 |3181.1
Al35 3452 |3183.2
A252 3454
A500 3466
A589
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Anti-corrosion pipe
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Facilities & Equipments
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Aiti—corrosion coating

HREAGABRESEIAENTE, SIF2NEFBE,
2PE, 3PE, 3PP HMBHKE; ABIHAITDIN30670, DIN30G71,

DIN30678, CAN/CSA-Z245.21-M92,  SY/T4013-2002, SY/T0315-

Various steel pipe external coating projects are currently implemented
by our company including single-layer/double-layer FEB, 2PE. 3PE, 3PP
and other anti-corrosion coatings with the performed standards such as
DIN30670, DIN30671, DIN30678, CAN/CSA-7245.21-M92, SY/T4013-
2002,SY/T0315-97 etc.

W

e
Coating Layer

R R (RE)

Inside layer: epoxy(Green)

B2

iz BeRAl (A6

polyethylene

Mid layer: adhesive(White)

BN RO (RE)

Outer layer: polyethylene(Black)

2.0-4.5mm

W A

Inside layer: adhesive

2PE(MIZ R 4 ) 2.0-4.5mm
WANZE: L
Outer layer: polyethylene
FRERA
FREFREURA ) 200-400um
Epoxy

o

fi—Jz: HEBR (5RE)

Inside layer: epoxy(Green)

FBE(AUZFRAHIA )

AN R R AR ORER )

Quter layer:intensity epoxy(Sage green)

400-800um

i HEER (86)

Inside layer: epoxy(Green)

iz BAl ([

3PP(ZIZEIN )

Mid layer: adhesive(White)

RINE: BEME (A6)

Outer layer: polypropylene(White)

international standards.

According to the different applications and

we can provide various coating and lini

2.5-3mm
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Quality Assurance

BATDNRSEFTIRE T ERRFSIERESITERT. AN TE0R .
B, RENEHEOACEESAESIRYERRE. BEORBER ot ‘
ISEEIRI, XSTEA, KERIR, SRS, EEINEAE T AN ‘ u 1
&, WEEHEY, MBNMTN, EAEFEENRESSXSETIHEY - ; >
#EE FRNSRRBITENERI TRMHTEAREINES, FERAR == m”_ngc' 3 ﬁgj[%ﬂi%& e
TG LA, BEGTTEERFSREER. ATECBIT1 9001-

ISO0TFIEERMESAP| QUFARI TRERR, HEENRE. REEE.
FH. FEEH. BRSHESE T RBHTRET B . TR
B RIS A ERSRIE XIS SR, ATRBEIGRT 9001-
ISO9001EEIN, TA—IRAE—KEENREEY, EEEmdRRE
CRESRITNTERE.
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Bestar Steel Co ,Ltd
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The production and inspecti hnological process of our company is arranged strictly according

to production standards, and we also establishes professional i i ization which takes

charge of the quality inspection of all process from raw material into the company to the final

product store up. Inspections including inspection of inside seam, X-ray inspection,
hudrostatic test, visual inspection, and so on. The lahoratory also equipped with advanced
inspection equipment, such as direct reading spectrometer, digital tensile testing machine,
online-ulirasonic test equipment and X-ray inspection equipment. Each inspection process
has aresponding engineer to supply guide and technological consult. All the inspect personel
has take professional training, so as to ensure the quality of product comply with the
standard. Our company establishes quality system according to GB/T1 9001-1S09001 and
API Q1 standard of American Petroleum Institute, and make clear regulations in strictly
control and good inspection the management responsibility, quality system, purchasing,
control. of pracess, inspection and lesting. Our company has passed through GB/T1 9001—

1809001 quality system certification, and ensure conducted effectively, ensure product

quality comply with standard. In the process of inspection, strictly record, carry out the

tracing policy of a voice following a pipe, made all the inspection record has good tracing

function in all the production process.




HEELANERRAS

BESTAR STEEL CO., LTD

o 5% o

Detection equipment
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PDVSA Project

Product Name

Standard

Qty(MT)

Country

Line pipe

APISL

X46
X60

8~24"%6.35~19.1

12572

Venezuela

SATAH RAZBOOT Project

Product Name

Standard

Grade

Qty(MT)

LSAW

APISL

X52

1067*31.75

3000

UAE

Yemen Mu

nicipal Project

Product Name

Standard

Grade

Qty(MT)

Country

ERW

Galvanized Pipe

ASTM A53

Gr.B 1/2"=5"%0.8~5

2825

Yemen

UPP Project

Product Name

Standard

Grade

Size

Qty(MT)

Country

SSAW

APISL

B /55400

0D 219-1690 MM
WT 3-16MM

2712

Indonesia

-

T oy

ZEs .

Operating Performance
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BAELBE T ZHNEMREENS, EPERDE, R, FHRENEER
. BNREPEFEMAHBEMAE (OCTG) MIERXASHEAELENHO_Z—,
ZNESRAEFERPEHOLEEFEBBHIIMBTURELHOZ 8. MEMNBEEILTEH
i BE RS LSS R .

Bestar has set up extensive international sales network covering Middle East,
Southeast Asia,South Africa,Europe,the Americas etc.As one of the major exporters of
OCTG and line pipe for crude oil and natural gas delivery in China, Bestar's exports of steel
pipe has remained top in Hunan Province for five years. And we will keep growing and
expanding the global market.

Chilly Water Distribution Project

Product Name

Standard

Grade

Qty(MT)

Country

Welded pipe

API 5L
ASTM A53

GR.B

168.3~1422

3995

Oman

IEJSC

Product Name

Standard

Qty(MT)

Country

ERW

galvanized pipe

ASTM A53

GrB

48"

1080

Vietnam

KOC Project

Product Name

Standard

Qty(MT)

ERW

API 5L

Gr.B

12°#10.31

3570

Taly

BUSHEHR Project

Product Name

Standard

Grade

Quy(MT)

EFW

ASTM A672
ASTM A671

B6O/CCOS/CTO

610%26.97 813*12

1745

UAE
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Clients

PAST
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HEAVY INDUSTRIES CO..LTD.
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Company Strengths

Integrated steel pipes supplier supporting lowest
price in China
FEMESRENNEEEEEMSNE

Strong financial strength to meet any payment term
HEMBEELHBEERACGHLR

Good quality to accept any third party inspection
RIFNESEZEUE=SEMRE

Overseas Sales Department:

Tel: 0086-731-88678531,88678532,88678537,
88678538,88706080,88706029

Fax: 0086-731-88678531

Email: sales@bestartubes.com

Quality Control Department:
Tel: 0086-731-88678512
Email:quality@bestartubes.com

Production Department:

ﬁg\ﬁﬂ\] Tel: 0086-731-88727975

Contact us Email: production@bestartubes.com

Technology R&D Center:
Tel: 0086-731-88678506

Bestar Steel Co., Ltd
Financial Department:

Web:http://www.bestartubes.com
Tel: 0086-731-88706082

Head Office Address:No.9 Xiangfu
Road,Yuhua District,Changsha,Hunan,China Purchasing Department:
Postcode:410116 Tel: 0086-731-88678544

Logistics Department:
Tel: 0086-731-88678566

Administration Department:
Tel: 0086-731-88706051






